


Name and address of the factory: 

PULS ELECTRONICS (SUZHOU) CO LTD 
NO 1 RUI EN LANE XINGPU RD, SIP, 
SUZHOU JIANGSU 215021, 
CHINA 

PULS INVESTICNI S R 0 
PRAZSKA 5639, 
CZ-430 01 CHOMUTOV, 
CZECH REPUBLIC 

Model/Type reference: 

CP20.aax-ww, CP20.aax-Sz-ww, CP20.aax-Vz-ww and CP20.aax-Ry-ww 

where: 

aa: 

x: 

24 
48 

Nominal output voltage 24V or 24-28V 
Nominal output voltage 48V or 48-56V 

Input voltage range: AC 100-240V; DC 110-150V 
Input voltage range: AC 100-240V; DC 110-300V 

Sl-7986 

1 
2 
5 Marine version (Input voltage range: AC 100-240V; DC: 110-150V) 

y: 

z: 

1 
2 
3 

1 
2 

Spring-clamp terminals (tool free) 
Plug-connector 
Screw terminals 

Spring-clamp terminals (tool free) 
Spring-clamp terminals (push-in type) 

ww: blank or 2 characters or 2 numbers for non-safety critical alterations (e.g . C1 for conformal 
coated pc-boards) 

S constant character - indicates terminal options 

V constant character - indicates the option for Remote ON/OFF input 

R constant character - indicates the units with built-in redundancy 

Additional information (if necessary) 

Signature: Bojan Pecavar dJ---$ '!.--

) 
Date: 2020-04-22 
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Ratings and principal characteristics: 

CP20.241 
Power supply 1-Phase, 24V, 20A, 480W 

Input: AC 100-240V (-15%/+10%); 6,3-2,7A; 50-60Hz 
DC 110-150V (±20%); 5,7-4,2A 

Output: DC 24-28V; 24-20,6A (below +45°C) 
20-17,1A (at +60°C) 
15-13A (at + 70°C) 

Derate linearly between +45°C and + 70°C 
Operational temperature range: -25°C to + 70°C. 

CP20.241-R1 
Redundancy Power Supply 1-Phase, 24V, 20A, 480W 

Input: AC 100-240V (-15%/+10%); 6,3-2,7A; 50-60Hz 
DC 110-150V (±20%); 5,7-4,2A 

Output: DC 24V; 24A (below +45°C) 
20A (at +60°C) 
15A (at + 70°C) 

Derate linearly between +45°C and + 70°C 
Operational temperature range: -40°C to + 70°C. 

CP20.241-R2 
Redundancy Power Supply 1-Phase, 24V, 20A, 480W 

Input: AC 100-240V (-15%/+10%); 6,3-2,7A; 50-60Hz 
DC 110-150V (±20%); 5,7-4,2A 

Output: DC 24V; 24A (below +45°C) 
20A (at +60°C) 
15A (at + 70°C) 

Derate linearly between +45°C and + 70°C 
Operational temperature range: -40°C to + 70°C. 

CP20.241-R3 
Redundancy Power Supply 1-Phase, 24V, 20A, 480W 

Input: AC 100-240V (-15%/+10%); 6,3-2,7A; 50-60Hz 
DC 110-150V (±20%); 5,7-4,2A 

Output: DC 24V; 24A (below +45°C) 
20A (at +60°C) 
15A (at + 70°C) 

Derate linearly between +45°C and + 70°C 

Operational temperature range: -40°C to + 70°C 

Additional information (if necessary) 
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CP20.241-S1 
Power Supply 1-Phase, 24V, 20A, 480W 

Input: AC 100-240V (-15%/+10%); 6,3-2,7A; 50-60Hz 
DC 110-150V (±20%); 5,7-4,2A 

Output: DC 24-28V; 24-20,6A (below +45°C) 
20-17, 1A (at +60°C) 
15-13A (at +70°C) 

Derate linearly between +45°C and +70°C 

Operational temperature range: -25°C to + 70°C 

CP20.241-S2 
Power Supply 1-Phase, 24V, 20A, 480W 

Input: AC 100-240V (-15%/+10%); 6,3-2 ,7A; 50-60Hz 
DC 110-150V (±20%); 5,7-4,2A 

Output: DC 24-28V; 24-20,6A (below +45°C) 
20-17, 1A (at +60°C) 
15-13A (at + 70°C) 

Derate linearly between +45°C and +70°C 

Operational temperature range: -25°C to + 70°C 

CP20.241-V1 
Power Supply 1-Phase, 24V, 20A, 480W 

Input: AC 100-240V (-15%/+10%); 6,3-2,7A; 50-60Hz 
DC 110-150V (±20%); 5,7-4,2A 

Output: DC 24-28V; 24-20,6A (below +45°C) 
20-17, 1A (at +60°C) 
15-13A (at + 70°C) 

Derate linearly between +45°C and +70°C 

Operational temperature range : -25°C to + 70°C 

CP20.242 
Power Supply 1-Phase, 24V, 20A, 480W 

Input: AC 100-240V (-15%/+10%); 6,3-2,7A; 50-60Hz 
DC 110-300V (±20%); 5,7-2, 1A 

Output: DC 24-28V; 24-20,6A (below +45°C) 
20-17, 1A (at +60°C) 
15-13A (at +70°C) 

Derate linearly between +45°C and + 70°C 

Operational temperature range: -25°C to + 70°C 

Additional information (if necessary) 

Date: 2020-04-22 
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CP20.242-R2 
Redundancy Power Supply 1-Phase, 24V, 20A, 480W 

Input: AC 100-240V (-15%/+10%); 6,3-2,7A; 50-60Hz 
DC 110-300V (±20%); 5,7-2, 1A 

Output: DC 24V; 24A (below +45°C) 
20A (at +60°C) 
15A (at + 70°C) 

Derate linearly between +45°C and + 70°C 
Operational temperature range: -40°C to + 70°C 

CP20.242-R3 
Redundancy Power Supply 1-Phase, 24V, 20A, 480W 

Input: AC 100-240V (-15%/+10%); 6,3-2,7A; 50-60Hz 
DC 110-300V (±20%); 5,7-2, 1A 

Output: DC 24V; 24A (below +45°C) 
20A (at +60°C) 
15A (at + 70°C) 

Derate linearly between +45°C and + 70°C 
Operational temperature range: -40°C to + 70°C 

CP20.481 
Power Supply 1-Phase, 24V, 20A, 480W 

Input: AC 100-240V (-15%/+10%); 6,3-2,7A; 50-60Hz 
DC 110-150V (±20%); 5,7-4,2A 

Output: DC 48-56V; 12-10,3A (below +45°C) 
10-8,6A (at +60°C) 
7,5-6,5A (at +70°C) 

Derate linearly between +45°C and + 70°C 

Operational temperature range : -25°C to + 70°C 

CP20.481-S1 
Power Supply 1-Phase, 24V, 20A, 480W 

Input: AC 100-240V (-15%/+10%); 6,3-2,7A; 50-60Hz 
DC 110-150V (±20%); 5,7-4 ,2A 

Output: DC 48-56V; 12-10,3A (below +45°C) 
10-8,6A (at +60°C) 
7,5-6,5A (at +70°C) 

Derate linearly between +45°C and + 70°C 

Operational temperature range: -25°C to + 70°C 

Additional information (if necessary) 
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CP20.481-S2 
Power Supply 1-Phase, 24V, 20A, 480W 

Input: AC 100-240V (-15%/+10%); 6,3-2,7A; 50-60Hz 
DC 110-150V (±20%); 5,7-4,2A 

Output: DC 48-56V; 12-10,3A (below +45°C) 
10-8,6A (at +60°C) 
7,5-6,5A (at +70°C) 

Derate linearly between +45°C and + 70°C 

Operational temperature range : -25°C to + 70°C 

CP20.482 
Power Supply 1-Phase, 24V, 20A, 480W 

Input: AC 100-240V (-15%/+10%); 6 ,3-2 ,7A; 50-60Hz 
DC 110-300V (±20%); 5,7-2, 1A 

Output: DC 48-56V; 12-10,3A (below +45°C) 
10-8,6A (at +60°C) 
7,5-6,5A (at +70°C) 

Derate linearly between +45°C and + 70°C 

Operational temperature range : -25°C to + 70°C 

CP20.241-R2-72 
Power Supply 1-Phase, 24V, 20A, 480W 

Input: AC 100-240V (-15%/+10%); 6,3-2,7A; 50-60Hz 
DC 110-150V (±20%); 5,7-4,2A 

Output: DC 24V; 24A (below +45°C) 
20A (at +60°C) 
15A (at +70°C) 

Derate linearly between +45°C and + 70°C 

Operational temperature range: -40°C to + 70°C 

CP20.241-R2-73 
Power Supply 1-Phase, 24V, 20A, 480W 

Input: AC 100-240V (-15%/+10%); 6,3-2,7A; 50-60Hz 
DC 110-150V (±20%); 5,7-4,2A 

Output: DC 24V; 24A (below +45°C) 
20A (at +60°C) 
15A (at +70°C) 

Derate linearly between +45°C and + 70°C 

Operational temperature range: -40°C to + 70°C 

Additional information (if necessary) 
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CP20.245-R2 
Power Supply 1-Phase, 24V, 20A, 480W 

Input: AC 100-240V (-15%/+10%); 6,3-2,?A; 50-60Hz 
DC 110-150V (±20%); 5,7-4,2A 

Output: DC 24V; 24A (below +45°C) 
20A (at +60°C) 
15A (at + 70°C) 

Derate linearly between +45°C and + 70°C 
Operational temperature range: -40°C to + ?0°C 

Additional information (if necessary) 

Date 2020-04-22 

Issued 2019-06-05 717 
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